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I Einleitung

Kopplungs-
er:ED & WLAN-LED
Stromversorgung

Schnelleinrichtung

Hinweis: Es ist erforderlich, zunachst ,,Tuya“ zu installieren
und ein Konto zu registrieren (suchen Sie im App Store/
Google Play nach ,,Tuya“ oder scannen Sie den
untenstehenden QR-Code, um die App zu installieren).

1. Gerat einschalten

Stecken Sie das USB-Kabel in den Stromanschluss.
2. Geratekopplung

Hinweis: Stellen Sie sicher, dass Ihr Mobiltelefon mit einem
WLAN-Router verbunden ist (bitte wahlen Sie ein 2,4-GHz
-Signal - 5-GHz wird nicht unterstiitzt).

Halten Sie die Taste fiir 5 Sekunden gedriickt, bis die
Kopplungs-LED blinkt.

Offnen Sie die Tuya-App, klicken Sie oben rechts auf ,,+“
und wahlen Sie ,Gerat hinzufiigen®.

Folgen Sie dann den Anweisungen in der App, um das
Gerat mit Ihrem Netzwerk zu verbinden.

3. Anleitung zum Hinzufiigen von
Untergeraten

Offnen Sie die Tuya-App, betreten Sie die Startseite des
Gateways und klicken Sie auf ,Neues Gerat suchen“ oder ,,
Gerate hinzufiigen“ und folgen Sie den Anweisungen in der
App, um das Untergerat zu Ihrem Gateway hinzuzufiigen
(Einzelheiten finden Sie in der Bedienungsanleitung

der Untergeréte).

m Product Introduction

Pairing .
LED Wi-Fi LED
Power Button

Jack \E)C) S/

Quick Setup

Note:You need to install “Tuya” and register an
account first (Search“ Tuya” in APP Store/Google
Play or scan below QR code below to install APP).

1.Power on the device
Plug the USB cable into the power jack

2.Device pairing

Note:Note:You need to connect your mobile phone to a Wi-Fi
router first (please select 2.4G signal to connect, it doesn’ t
support 5G frequency) .

Press and hold the button for 5 seconds until the Pairing
LED blinks, Open“ Tuya” APP, Click"+"at the top right
corner and select “Add Device” .then follow the in-app
instructions to connect the device to your network.

3.Instruction for adding sub-device

Open“Tuya” app, enter gateway homepage and click
"Search new device" or “Add Devices”and follow the
in-app instructions to add the sub-device to your
gateway (for details, refer to the manual of sub-devices).




